
INSTALLATION INSTRUCTIONS EVO600 {MISTUBISHI) MITSUBISHI L200 DOUBLE CAB 2016+ WITH RLB 
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Note 1: If al any stage of installation you find your sportlid to be an 
unacceptable frt please contact the manufacturer before continuing. 

Note 2: If required. use Linder Rail Bed Liner only. NOT FOR USE 
WITH OVER RAIL BED LINER! 

Tools Reguired: 
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.&. WARNING If bedliner front panel is over rail CUT IT OFF 

Double sided tape 

Fitting Kit Number Product Revision Date 
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Remove ladder rack 

Place front of side mounting 
brackets back from inside 
corners of the cargo box - See 
table for measurement 

H 

Follow guide 
lines to trim 
liner in front 
corners. 

Fitting Kit Number Product 

Upstone Lid 

Note 2: If required, use Proform 
Under Rail Bed Liner only. Not 
for use with Over Rail Bed Liner. 

Vehicle Model 

Mitsubishi L200 Double Cab 2016+ 

Fiat Fullback Double cab 2016+ 

Vehicle Model 

Mitsubishi L200 DC 2016+ 

Fiat Fullback Double cab 2016+ 
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Fitting Kit Number 

c5 -See Table for hale 

selection 

A 
DO NOT apply belaw 15'C. 
Apply pressure ta part. Adhesive is pressure activated. 
Allaw 3hrs minimum ta cure before installling lid 

Vehicle cab 
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NO GAP 

Press Drip Rail 

up against Front wall 
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Vehicle Madel 

Mitsubishi L200 Double Cab 2016+ 

Fiat Fullback Double cab 2016+ 
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Fix Bracket to Side Rail 

with C-Clamp fixing 

��(2) 

Q i2l 
AG 

n 0 
25mm 25mm 

25mm 25mm 

Revision 

MAX TORQUE 

SETTING = 

8.5Nm OR 

6.3 Ft/Pounds 

I 
-

-

Date 

I-see Table 

n -See Table 
--lafll-9f--

0-See Table 

0 

Page 

2 27-10-2016 5of8 KIT600RLBF

5



11 

12 
MAX TORQUE 

SETTING = 

8.5Nm OR 

Fitting Kit Number 

KIT600RLBF 

Revision 

Upstone Lid 2 

RIGHT 

1 
Date Pa e 

27-10-2016 6 of 8 

6 



Product 

Upstone Lid 

_&oPTIONA

Date 

26-10-2016 

h bracket, latch Adjust latc 
. location ta . ht and pin 

f 
he1g 

. ith centre a align pin 
_w cable tension latch. AdJust

orrect latching. ta ach1eve 
\, . Ensure seal IMPORTAN

hi�I
� in all areas contacts ve 

Page 

6 of 8 KIT600RLBF

7



8



9



10



11



12




